
Effective 01/01/16  

Systems & Accessories  

Product  



2  

1 Pump Accessory Discount

2 Controller Accessory Discount

3 PES Discount

4 Controller Discount

5 Pulstron Pump Discount

6 Chem-Tech Pump Discount

Discount Structure Table

Discount structure is noted on the bottom right of each table for that product. 

Table of Contents 
 

Systems            

Table of Contents 4  

 

Pump Accessories  

Table of Contents  11 

 

Controller Accessories 

Table of Contents 23 

 

Policies & Procedures 30-31 

 

Terms & Conditions 32-33 

    

    



 3 

1 Pump Accessory Discount

2 Controller Accessory Discount

3 PES Discount

4 Controller Discount

5 Pulstron Pump Discount

6 Chem-Tech Pump Discount

Discount Structure Table

We reserve the right to update the information contained in this catalog without notice. 

IMPORTANT INFORMATION 
WHEN PLACING AN ORDER  
1.   Fax, mail or telephone orders directly to the Customer Service Department:  

Pulsafeeder IncorporatedðA Unit of IDEX Corporation 

Standard Product Operations Main Office & Manufacturing Facility  

27101 Airport Road, Punta Gorda, Florida, USA 33982-2462 E-Mail: pulsaspo.cs@idexcorp.com  

Telephone: 800-333-6677 or 941-575-3800 Fax: 800-456-4085 or 941-575-4085  

www.pulsatron.com  

 

2.   Please have the following information available when placing an order:  

  Account Name    Special Tags or Marks (if needed)  

  Billing Zip Code    Item(s) Being Ordered  

  Purchase Order Number   Quantity of Each Item  

  Ship To Address    Pricing  

  Payment Terms    Shipping Information 

 

3.   Orders are entered upon receipt. Our ability to change in house orders is limited. Please be certain your orders are complete 
when placed. Any order cancellation or change request is subject to a cancelation fee. 

 

4.   Orders are assigned standard lead times based on the size of the order and product mix.  

Orders requiring expedited shipping (sooner than the standard lead times) are subject to a expedite charge.  

Unless the order clearly requests expedited shipping, the order will be treated as a routine order. When expedited shipping is 
requested a designated carrier must be selected. Orders that need to ship the same day must be received by 2:00 PM EST. 
Same day and next working day shipping is generally available for larger orders but not guaranteed, please verify with customer 
service. Pulsafeeder shall have no liability if it is unable to provide expedited shipping of an order. 

 

5.   Repairs and returns are coordinated through our Customer Service Department. All orders returned must have factory 
authorization and are subject to a 25% restocking charge for standard product 

 

6. Other Locations:  

PULSAFEEDER-Europe 

Via Kennedy, 12-20090 

SegrateðMilanoï Italy 

Tel: +0039 377 706 6300 

 

 

Latin America (Office Only) 

Mario Pani 400, Piso 1, Oficina 111 

Col. Lomas de Santa Fe, Cuajimalpa de Morelos 

C.P 05300, M®xico, D.F.  

Tel:  52-55-4738-4124 

¶ Prices are subject to change without notice and are effective when order is accepted and acknowledged at point of shipment. 

¶ When ordering, specify your P.O. number, model number, quantity, price, shipping and/or billing address and order date. 

¶ Standard terms are NET 30 days from date of invoice for approved domestic accounts on open account and NET 60 days from 
date of invoice for approved international accounts. 

¶ WE ACCEPT VISA AND MASTERCARD. 

¶ PAYMENT BY CREDIT CARD WILL NOT RECEIVE AN ADDITIONAL DISCOUNT. 

¶ All prices are FCA, Shippers Dock, Punta Gorda, FL. 

¶ Custom product sales are final. 

¶ Charges for export documentation may apply an very by requirements. 

¶ Expedite fees may apply. Orders requiring expedited shipping (sooner than the standard lead times) are subject to an expedite 

charge 

¶ Fees for changes to or cancellation of orders may apply. 

¶ Minimum factory order of $30. 

¶ Possession of price schedule does not guarantee right to purchase direct from factory. 

Far East (Office Only) 

Room 3502-3504, Zhao Feng Plaza 

No. 1027 Changning Rd 

Shanghai 200050, China   

Tel: 86-2163906367 

Fax: 86-2163863338 

 

IDEX India Private Ltd.  

S14, First Floor 

Solitaire Corporate Park, 

167, Guru Hargovindji Marg, Chakala 

Andheri (East) 

Mumbai 400 093, India 

Tel: 91-22-66435500 

Fax: 91-22-66780055 



4  

Systems 
 

Table of Contents 
PULSAblend Polymer Makedown Systems      6-7 

 

Pre-Engineered Systems         8-9 

 

Digital Glycol Feeders                                 10 

                       

 
 



 5 



6  

PESM _ _ _ S _ _ _ _ - XXX

SKID TYPE: M Polymer Makedown System

CONTROL A Automatic PLC Control, 115V
OPTIONS: B Automatic PLC Control, 230V

C Manual Control, 115V
D Manual Control, 230V
E Dry Contact Control, 115V
F Dry Contact Control, 230V

A 0.50 GPH - LVB3 - 150 PSI Max
B 1.00 GPH - LVF4 - 150 PSI Max
C 2.00 GPH - LVG4 - 110 PSI Max
D 4.00 GPH - LVG5 - 110 PSI Max
E 10.0 GPH - LVH7 - 80 PSI Max
N Non-standard: See order for details

ELASTOMER: V Viton O-rings and Seals

PRIMARY S Static Mixer, Proprietary Design
MAKEDOWN:

A 0 - 5 GPM Less Pressure Regulator
B 5 - 10 GPM Less Pressure Regulator
C 10+ GPM Less Pressure Regulator
D 0 - 5 GPM with Pressure Regulator
E 5 - 10 GPM with Pressure Regulator
F 10+ GPM with Pressure Regulator

D Direct Feed, No Tank
1 15 Gallon, Conical Bottom with Stand
3 30 Gallon, Conical Bottom with Stand
4 40 Gallon, Conical Bottom with Stand
6 60 Gallon, Conical Bottom with Stand
8 85 Gallon, Conical Bottom with Stand
9 110 Gallon, Conical Bottom with Stand

N No Mixer
F Propeller Mixer, 75 RPM Fixed Speed Motor
G Paddlewheel Mixer, 75 RPM Fixed Speed Motor
P Propeller Mixer, VFD Motor (45-135 RPM)
W Paddlewheel Mixer, VFD Motor (45-135 RPM)

LEVEL N None - Manual Control System
CONTROL: C Conductivity Level Control Sized to Tank Option 

U Ultrasonic Level Control Sized to Tank Option

OPTIONS: XXX No Options
FSW Incoming Water Low Flow Cutoff Switch (<1 GPM Will Disable Neat Polymer Pump)

Polymer Makedown System Manual Control

NEAT POLYMER 

INJECTION 

PUMP:

INCOMING 

WATER FLOW 

RATE & 

REGULATOR:

TANK CAPACITY - 

MAKEDOWN 

POLYMER:

TANK MIXER: 

(Requires 

purchase of a 

Tank Above)

A completed model should look like "PESMCBESDDNN-XXX"

Polymer Makedown Systems 

for Electronic Metering Pumps 

Turn-Key Packages for Water Clarification Applications  

The Pulsafeeder PULSAblend Polymer Makedown Systems 
feature a Proprietary Static Blending System which provides 
excellent dilution without harming the polymer chains. These 
rugged fabricated assemblies offer turn-key simplicity and 
industrial-grade durability. 

 

The UV-stabilized, high-grade HDPE frame is lightweight, 
corrosion resistant and offers structural rigidity. 
 

Each system is factory assembled and hydrostatically tested 
prior to shipment. 

 
. 
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0.2% 0.4% 0.6% 0.8% 1.0% 1.2% 1.4% 1.6% 1.8% 2.0% 2.2% 2.4% 2.6% 2.8% 3.0% 3.2% 3.4% 3.6% 3.8% 4.0%

0.2 0.02 0.05 0.07 0.10 0.12 0.14 0.17 0.19 0.22 0.24 0.26 0.29 0.31 0.34 0.36 0.38 0.41 0.43 0.46 0.48
0.4 0.05 0.10 0.14 0.19 0.24 0.29 0.34 0.38 0.43 0.48 0.53 0.58 0.62 0.67 0.72 0.77 0.82 0.86 0.91 0.96

0.6 0.07 0.14 0.22 0.29 0.36 0.43 0.50 0.58 0.65 0.72 0.79 0.86 0.94 1.01 1.08 1.15 1.22 1.30 1.37 1.44

0.8 0.10 0.19 0.29 0.38 0.48 0.58 0.67 0.77 0.86 0.96 1.06 1.15 1.25 1.34 1.44 1.54 1.63 1.73 1.82 1.92

1.0 0.12 0.24 0.36 0.48 0.60 0.72 0.84 0.96 1.08 1.20 1.32 1.44 1.56 1.68 1.80 1.92 2.04 2.16 2.28 2.40

1.2 0.14 0.29 0.43 0.58 0.72 0.86 1.01 1.15 1.30 1.44 1.58 1.73 1.87 2.02 2.16 2.30 2.45 2.59 2.74 2.88

1.4 0.17 0.34 0.50 0.67 0.84 1.01 1.18 1.34 1.51 1.68 1.85 2.02 2.18 2.35 2.52 2.69 2.86 3.02 3.19 3.36

1.6 0.19 0.38 0.58 0.77 0.96 1.15 1.34 1.54 1.73 1.92 2.11 2.30 2.50 2.69 2.88 3.07 3.26 3.46 3.65 3.84

1.8 0.22 0.43 0.65 0.86 1.08 1.30 1.51 1.73 1.94 2.16 2.38 2.59 2.81 3.02 3.24 3.46 3.67 3.89 4.10 4.32

2.0 0.24 0.48 0.72 0.96 1.20 1.44 1.68 1.92 2.16 2.40 2.64 2.88 3.12 3.36 3.60 3.84 4.08 4.32 4.56 4.80

2.2 0.26 0.53 0.79 1.06 1.32 1.58 1.85 2.11 2.38 2.64 2.90 3.17 3.43 3.70 3.96 4.22 4.49 4.75 5.02 5.28

2.4 0.29 0.58 0.86 1.15 1.44 1.73 2.02 2.30 2.59 2.88 3.17 3.46 3.74 4.03 4.32 4.61 4.90 5.18 5.47 5.76

2.6 0.31 0.62 0.94 1.25 1.56 1.87 2.18 2.50 2.81 3.12 3.43 3.74 4.06 4.37 4.68 4.99 5.30 5.62 5.93 6.24

2.8 0.34 0.67 1.01 1.34 1.68 2.02 2.35 2.69 3.02 3.36 3.70 4.03 4.37 4.70 5.04 5.38 5.71 6.05 6.38 6.72

3.0 0.36 0.72 1.08 1.44 1.80 2.16 2.52 2.88 3.24 3.60 3.96 4.32 4.68 5.04 5.40 5.76 6.12 6.48 6.84 7.20

3.2 0.38 0.77 1.15 1.54 1.92 2.30 2.69 3.07 3.46 3.84 4.22 4.61 4.99 5.38 5.76 6.14 6.53 6.91 7.30 7.68

3.4 0.41 0.82 1.22 1.63 2.04 2.45 2.86 3.26 3.67 4.08 4.49 4.90 5.30 5.71 6.12 6.53 6.94 7.34 7.75 8.16

3.6 0.43 0.86 1.30 1.73 2.16 2.59 3.02 3.46 3.89 4.32 4.75 5.18 5.62 6.05 6.48 6.91 7.34 7.78 8.21 8.64

3.8 0.46 0.91 1.37 1.82 2.28 2.74 3.19 3.65 4.10 4.56 5.02 5.47 5.93 6.38 6.84 7.30 7.75 8.21 8.66 9.12

4.0 0.48 0.96 1.44 1.92 2.40 2.88 3.36 3.84 4.32 4.80 5.28 5.76 6.24 6.72 7.20 7.68 8.16 8.64 9.12 9.60

4.2 0.50 1.01 1.51 2.02 2.52 3.02 3.53 4.03 4.54 5.04 5.54 6.05 6.55 7.06 7.56 8.06 8.57 9.07 9.58 10.08

4.4 0.53 1.06 1.58 2.11 2.64 3.17 3.70 4.22 4.75 5.28 5.81 6.34 6.86 7.39 7.92 8.45 8.98 9.50 10.03 10.56

4.6 0.55 1.10 1.66 2.21 2.76 3.31 3.86 4.42 4.97 5.52 6.07 6.62 7.18 7.73 8.28 8.83 9.38 9.94 10.49 11.04

4.8 0.58 1.15 1.73 2.30 2.88 3.46 4.03 4.61 5.18 5.76 6.34 6.91 7.49 8.06 8.64 9.22 9.79 10.37 10.94 11.52

5.0 0.60 1.20 1.80 2.40 3.00 3.60 4.20 4.80 5.40 6.00 6.60 7.20 7.80 8.40 9.00 9.60 10.20 10.80 11.40 12.00

5.2 0.62 1.25 1.87 2.50 3.12 3.74 4.37 4.99 5.62 6.24 6.86 7.49 8.11 8.74 9.36 9.98 10.61 11.23 11.86 12.48

5.4 0.65 1.30 1.94 2.59 3.24 3.89 4.54 5.18 5.83 6.48 7.13 7.78 8.42 9.07 9.72 10.37 11.02 11.66 12.31 12.96

5.6 0.67 1.34 2.02 2.69 3.36 4.03 4.70 5.38 6.05 6.72 7.39 8.06 8.74 9.41 10.08 10.75 11.42 12.10 12.77 13.44

5.8 0.70 1.39 2.09 2.78 3.48 4.18 4.87 5.57 6.26 6.96 7.66 8.35 9.05 9.74 10.44 11.14 11.83 12.53 13.22 13.92

6.0 0.72 1.44 2.16 2.88 3.60 4.32 5.04 5.76 6.48 7.20 7.92 8.64 9.36 10.08 10.80 11.52 12.24 12.96 13.68 14.40

6.2 0.74 1.49 2.23 2.98 3.72 4.46 5.21 5.95 6.70 7.44 8.18 8.93 9.67 10.42 11.16 11.90 12.65 13.39 14.14 14.88

6.4 0.77 1.54 2.30 3.07 3.84 4.61 5.38 6.14 6.91 7.68 8.45 9.22 9.98 10.75 11.52 12.29 13.06 13.82 14.59 15.36

6.6 0.79 1.58 2.38 3.17 3.96 4.75 5.54 6.34 7.13 7.92 8.71 9.50 10.30 11.09 11.88 12.67 13.46 14.26 15.05 15.84

6.8 0.82 1.63 2.45 3.26 4.08 4.90 5.71 6.53 7.34 8.16 8.98 9.79 10.61 11.42 12.24 13.06 13.87 14.69 15.50 16.32

7.0 0.84 1.68 2.52 3.36 4.20 5.04 5.88 6.72 7.56 8.40 9.24 10.08 10.92 11.76 12.60 13.44 14.28 15.12 15.96 16.80

7.2 0.86 1.73 2.59 3.46 4.32 5.18 6.05 6.91 7.78 8.64 9.50 10.37 11.23 12.10 12.96 13.82 14.69 15.55 16.42 17.28

7.4 0.89 1.78 2.66 3.55 4.44 5.33 6.22 7.10 7.99 8.88 9.77 10.66 11.54 12.43 13.32 14.21 15.10 15.98 16.87 17.76

7.6 0.91 1.82 2.74 3.65 4.56 5.47 6.38 7.30 8.21 9.12 10.03 10.94 11.86 12.77 13.68 14.59 15.50 16.42 17.33 18.24

7.8 0.94 1.87 2.81 3.74 4.68 5.62 6.55 7.49 8.42 9.36 10.30 11.23 12.17 13.10 14.04 14.98 15.91 16.85 17.78 18.72

8.0 0.96 1.92 2.88 3.84 4.80 5.76 6.72 7.68 8.64 9.60 10.56 11.52 12.48 13.44 14.40 15.36 16.32 17.28 18.24 19.20

8.2 0.98 1.97 2.95 3.94 4.92 5.90 6.89 7.87 8.86 9.84 10.82 11.81 12.79 13.78 14.76 15.74 16.73 17.71 18.70 19.68

8.4 1.01 2.02 3.02 4.03 5.04 6.05 7.06 8.06 9.07 10.08 11.09 12.10 13.10 14.11 15.12 16.13 17.14 18.14 19.15 20.16

8.6 1.03 2.06 3.10 4.13 5.16 6.19 7.22 8.26 9.29 10.32 11.35 12.38 13.42 14.45 15.48 16.51 17.54 18.58 19.61 20.64

8.8 1.06 2.11 3.17 4.22 5.28 6.34 7.39 8.45 9.50 10.56 11.62 12.67 13.73 14.78 15.84 16.90 17.95 19.01 20.06 21.12

9.0 1.08 2.16 3.24 4.32 5.40 6.48 7.56 8.64 9.72 10.80 11.88 12.96 14.04 15.12 16.20 17.28 18.36 19.44 20.52 21.60

9.2 1.10 2.21 3.31 4.42 5.52 6.62 7.73 8.83 9.94 11.04 12.14 13.25 14.35 15.46 16.56 17.66 18.77 19.87 20.98 22.08

9.4 1.13 2.26 3.38 4.51 5.64 6.77 7.90 9.02 10.15 11.28 12.41 13.54 14.66 15.79 16.92 18.05 19.18 20.30 21.43 22.56

9.6 1.15 2.30 3.46 4.61 5.76 6.91 8.06 9.22 10.37 11.52 12.67 13.82 14.98 16.13 17.28 18.43 19.58 20.74 21.89 23.04

9.8 1.176 2.352 3.528 4.704 5.88 7.056 8.232 9.408 10.584 11.76 12.936 14.112 15.288 16.464 17.64 18.816 19.992 21.168 22.344 23.52

10.0 1.2 2.4 3.6 4.8 6 7.2 8.4 9.6 10.8 12 13.2 14.4 15.6 16.8 18 19.2 20.4 21.6 22.8 24

Guide Not Covered by HV Pumps

Neat Polymer Injection Pump Flow Rate (GPH) to Reach Percent Makedown

Polymer Makedown Injection Guide

Water Flow 

Rate (GPM)

LVB3 LVF4 LVG4 LVG5 LVH7



8  
S

ys
te

m
 P

a
rt

 N
u
m

b
e
r

N
o.

 o
f P

u
m

p
s

M
a
xi

m
u
m

 P
re

ss
u
re

N
om

in
a
l T

h
ic

kn
e
ss

C
on

ta
in

m
e
n
t L

ip
N

om
in

a
l P

ip
e 

S
iz

e
In

le
t 
V

a
lv

e
Y

-S
tr

ai
n
e
r

C
a
lib

ra
ti
on

 C
o
lu

m
n 

*

P
u
ls

at
io

n
 D

a
m

p
en

e
r

P
re

ss
u
re

 G
a
ug

e
B

a
ck

 P
re

ss
ur

e
 V

a
lv

e

P
re

ss
u
re

 R
e
lie

f 
V

a
lv

e

In
te

rc
o
nn

ec
te

d 
P

ip
in

g

D
is

ch
a
rg

e
 V

a
lv

e
3
 W

a
y 

P
um

p 
S

e
le

ct
 V

a
lv

e

H
e
ig

h
t

W
id

th

D
e
pt

h

A
pp

ro
x.

 W
t 
(n

o 
P

u
m

p
s 

&
 

P
la

st
ic

 P
ip

e
)

A
pp

ro
x.

 W
t 
(n

o 
P

u
m

p
s 

&
 

S
S

 P
ip

e
)

PES1S 1 150 psi 1/2òã 1/2ò1 1 1 1 1 1 1 1 36" 20" 16" 32 lbs 38 lbs

PES2S 2 150 psi 1/2òã 1/2ò2 2 2 2 2 2 2 2 36" 36" 16" 62 lbs 70 lbs

PES3S 3 150 psi 1/2òã 1/2ò3 3 3 3 3 3 3 3 42" 46 21.5" 100 lbs. 112 lbs

PES2C 2 150 psi 1/2òã 1/2ò1 1 2 2 2 2 2 ã 1 36" 36" 16" 62 lbs 70 lbs

PES3C 3 150 psi 1/2òã 1/2ò1 1 3 3 3 3 3 ã 1 42" 46 21.5" 100 lbs. 112 lbs.

PES2L 2 150 psi 1/2òã 1/2ò1 1 1 1 1 1 1 ã 2 36" 36" 16" 65 lbs 72 lbs
* Note: Calibration column size is 200mL on standard systems and 1000mL on HF systems. 

Key Features 

Pre-Configured System: Rigid, unitized frame with pre-plumbed piping assemblies; schedule 80 PVC standard, other materials 

are available.  

Easy to Install and Operate: Turn-key system with single or multiple input and discharge connections; conduit box electrical 

connections are optional.  

Mounting flexibility: The rigid 1/2ò frame incorporates both mounting holes for floor and wall mounting configurations. Three 

pump skids come with raised base and fork lift pockets.  

Quick Delivery: Standard, full feature systems available within 2 weeks of order!  

Designed for harsh environments: Rigid, 1/2ò high-density (HDPE) polyethylene fabricated frame is strong, UV-stabilized and 

chemically inert.  

Systems Pre-Engineered Solutions 

for Electronic Metering Pumps 

Turn-Key Packages for Metering Applications  

Pulsafeederôs Pre-Engineered Systems are designed to provide complete 
chemical feed solutions for all electronic metering applications.  From stand 
alone simplex pH control applications to full-featured, redundant sodium 
hypochlorite disinfection metering, these rugged fabricated assemblies offer 
turn-key simplicity and industrial-grade durability. 

The UV-stabilized, high-grade HDPE frame offers maximum chemical 
compatibility and structural rigidity. 

Each system is factory assembled and hydrostatically tested prior to 
shipment. 

Pre-Engineered Systems for PulsaTron metering pumps include a 
compact, rugged High Density Polyethylene frame providing structure for a 
single or dual metering pumps and inlet and discharge piping assemblies 
with full 1" drip rim perimeter. The piping assemblies utilize Schedule 80 
piping, isolation ball valves and unions throughout. The inlet piping assembly 
includes a clear   

Y-strainer and calibration column for easy maintenance and measurement. 
The discharge piping assemblies incorporate pulsation dampeners, pressure 
gauge with isolator and discrete back pressure and pressure-relief valves. 

Applications 

Municipal Water: Disinfection systems with Sodium Hypochlorite, pH Adjustment, Fluoride addition. 

Municipal Wastewater: Fume Scrubbers, General Odor Control, pH adjustment, Residual Disinfectant Management 

Food & Beverage: Clean-In-Place, Clean-Off-Line, Sterilizer Water Treatment 

Institutional: Cooling Tower Water Treatment, Boiler Water Treatment, Closed Loop Systems 
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PES1S 1 150 psi 1/2òã 1/2ò1 1 1 1 1 1 1 1 36" 20" 16" 32 lbs 38 lbs

PES2S 2 150 psi 1/2òã 1/2ò2 2 2 2 2 2 2 2 36" 36" 16" 62 lbs 70 lbs

PES3S 3 150 psi 1/2òã 1/2ò3 3 3 3 3 3 3 3 42" 46 21.5" 100 lbs. 112 lbs

PES2C 2 150 psi 1/2òã 1/2ò1 1 2 2 2 2 2 ã 1 36" 36" 16" 62 lbs 70 lbs

PES3C 3 150 psi 1/2òã 1/2ò1 1 3 3 3 3 3 ã 1 42" 46 21.5" 100 lbs. 112 lbs.

PES2L 2 150 psi 1/2òã 1/2ò1 1 1 1 1 1 1 ã 2 36" 36" 16" 65 lbs 72 lbs
* Note: Calibration column size is 200mL on standard systems and 1000mL on HF systems. 

M odel Number

Nominal 

E lastomer for 

Components

Description

P E S 1S -V CF Viton Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 1S -V HFCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 1S -E CF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 1S -E HFCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 1S -V KCF Viton Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 1S -V HFKCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 1S -E KCF EPDM Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 1S -E HFKCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

M odel Number

Nominal 

E lastomer for 

Components

Description

P E S 2S -V CF Viton Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 2S -V HFCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 2S -E CF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 2S -E HFCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 2S -V KCF Viton Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2S -V HFKCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2S -E KCF EPDM Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2S -E HFKCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

M odel Number

Nominal 

E lastomer for 

Components

Description

P E S 2C-V CF Viton Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 2C-V HFCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 2C-E CF EPDM Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2C-E HFCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2C-V KCF Viton Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2C-V HFKCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2C-E KCF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 2C-E HFKCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

M odel Number

Nominal 

E lastomer for 

Components

Description

P E S 2L-V HFCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 2L-E CF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 2L-E HFCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 2L-V KCF Viton Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2L-V HFKCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 2L-E KCF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 2L-E HFKCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

M odel Number

Nominal 

E lastomer for 

Components

Description

P E S 3S -V HFCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 3S -E CF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 3S -E HFCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 3S -V KCF Viton Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 3S -V HFKCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 3S -E KCF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 3S -E HFKCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

M odel Number

Nominal 

E lastomer for 

Components

Description

P E S 3C-V CF Viton Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 3C-V HFCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

P E S 3C-E CF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 3C-E HFCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 3C-V KCF Viton Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 3C-V HFKCF Viton High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; Kynar - Auto Fill Calibration Column

P E S 3C-E KCF EPDM Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column

P E S 3C-E HFKCF EPDM High Flow, Required for H7, J7, K7 & H8 Pumps; Conduit Box for Power & Signal; PVC - Auto Fill Calibration Column 

Single Pump, Standard System

Dual Pump, Redundant Piping, Not Connected

Dual Pump, Redundant Piping, Connected, Common S & D

Dual Pump, Lead/Backup, Single Pipe System

Three Pump, Redundant Piping, Not Connected

Three Pump, Redundant Piping, Connected, Common S & D

3 
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Digital Glycol Feeders 

Pulsafeederôs Digital Glycol Feeder provides a consistent operating pressure in 
closed loop systems. This allows a controlled percentage of glycol solution to be 
fed from the 55 gallon tank. The Digital Glycol Feeder is available in two models; 
the DGF1 for single loop and the DGF2 for dual loop systems. The control unit 
utilizes an 8-bit microcontroller for precise feed system control. The NEMA4X 
enclosure can be wired conduit or prewire for easy startup. The pre-plumbed 
assembly includes a pressure gauge, pressure switch, and pressure relief valve to 
prevent excessive pressure build up. A low liquid level switch with optional audible 
alarm prevents the gear pump from operating when the solution is low. 

Each Digital Glycol Feeder is fully piped and wired with the following components: 

 

Suction Assembly includes: 

   Schedule 80 PVC tubing and fittings 

   PVC ball valve 

   Clear poly bowl strainer 

Discharge Assembly Includes: 

   Schedule 80 PVC pipe and fittings 

   PVC ball valve 

   PVC check valve 

   Pressure gauge 

   Brass relief valve with return to tank tubing 

DGF_ _ _ _ _ _ _ _

CLOSED LOOPS 1 = Single Loop
Position 4 2 = Dual Loop

CONDUIT / PREWIRE A = Conduit
Position 5 B = Prewire

AUDIBLE ALARM A = without Audible Alarm
Position 6 B = with Audible Alarm

ALARM OUTPUT X = None
OPTION A = Dry Contact, Single
Position 7 B = Dry Contact, Dual

C = AC Output, Single
D = AC Output, Dual
E = Dry Contact, Single & AC Output, Single

PRESSURE A = Standard pressure switch, 30 to 50 psi (adjustable to 80 psi)
SWITCH OPTION B = Low pressure switch, 5 to 10 psi (adjustable to 35 psi)
Position 8 C = One standard and one low pressure switch (DGF2 only)

PUMP AND A = 115VAC no pump
VOLTAGE RATING C = 115VAC 60Hz 1.50GPM @ 100psi
Position 9 E = 115VAC 60Hz 3.75GPM @ 100 psi

AGENCY APPROVAL X = None
Position 10

PANEL ASSEMBLY B = Assembled (must ship via freight)
Position 11

DIGITAL GLYCOL FEEDER Selection Guide

4 
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Volume Body Bladder Connection Part Number Volume Body Bladder Connection Part Number

EPDM 3/8" FNPT NA601038-FPPE EPDM 2" FNPT NA637020-FPPE

CSPE 3/8" FNPT NA601038-FPPC CSPE 2" FNPT NA637020-FPPC

TFE 3/8" FNPT NA601038-FPPT TFE 2" FNPT NA637020-FPPT

Viton 3/8" FNPT NA601038-FPPV Viton 2" FNPT NA637020-FPPV

CSPE 1/2" FNPT NA601050-FPPC EPDM 2" FNPT NA637020-PVDE

TFE 1/2" FNPT NA601050-FPPT CSPE 2" FNPT NA637020-PVDC

Viton 1/2" FNPT NA601050-FPPV TFE 2" FNPT NA637020-PVDT

CSPE 1/2" FNPT NA601050-PVCC Viton 2" FNPT NA637020-PVDV

TFE 1/2" FNPT NA601050-PVCT EPDM 2" FNPT NA637020-316E

Viton 1/2" FNPT NA601050-PVCV CSPE 2" FNPT NA637020-316C

EPDM 3/8" FNPT NA601038-PVDE TFE 2" FNPT NA637020-316T

CSPE 3/8" FNPT NA601038-PVDC Viton 2" FNPT NA637020-316V

TFE 3/8" FNPT NA601038-PVDT EPDM 3/4" FNPT NA603675-FPPE

Viton 3/8" FNPT NA601038-PVDV CSPE 3/4" FNPT NA603675-FPPC

EPDM 3/8" FNPT NA601038-316E TFE 3/4" FNPT NA603675-FPPT

CSPE 3/8" FNPT NA601038-316C Viton 3/4" FNPT NA603675-FPPV

TFE 3/8" FNPT NA601038-316T EPDM 3/4" FNPT NA603675-PVDE

Viton 3/8" FNPT NA601038-316V CSPE 3/4" FNPT NA603675-PVDC

EPDM 3/4" FNPT NA608575-FPPE TFE 3/4" FNPT NA603675-PVDT

CSPE 3/4" FNPT NA608575-FPPC Viton 3/4" FNPT NA603675-PVDV

TFE 3/4" FNPT NA608575-FPPT EPDM 3/4" FNPT NA603675-316E

Viton 3/4" FNPT NA608575-FPPV CSPE 3/4" FNPT NA603675-316C

EPDM 3/4" FNPT NA608575-PVDE TFE 3/4" FNPT NA603675-316T

CSPE 3/4" FNPT NA608575-PVDC Viton 3/4" FNPT NA603675-316V

TFE 3/4" FNPT NA608575-PVDT EPDM 2" FNPT NA617520-FPPE

Viton 3/4" FNPT NA608575-PVDV CSPE 2" FNPT NA617520-FPPC

EPDM 3/4" FNPT NA608575-316E TFE 2" FNPT NA617520-FPPT

CSPE 3/4" FNPT NA608575-316C Viton 2" FNPT NA617520-FPPV

TFE 3/4" FNPT NA608575-316T EPDM 2" FNPT NA617520-PVDE

Viton 3/4" FNPT NA608575-316V CSPE 2" FNPT NA617520-PVDC

TFE 2" FNPT NA617520-PVDT

Viton 2" FNPT NA617520-PVDV

EPDM 2" FNPT NA617520-316E

CSPE 2" FNPT NA617520-316C

TFE 2" FNPT NA617520-316T

Viton 2" FNPT NA617520-316V

Specifications: 150 PSI Maximum Pressure

150 PSI Pulsation Dampeners - Chargeable 150 PSI Pulsation Dampeners - Chargeable

10 cubic 

inches

POLY

370 cubic 

inches

POLY

PVDF

PVC

316 SS

PVDF

85 cubic 

inches

POLY

316 SS

PVDF

175 cubic 

inches

POLY

316 SS

PVDF

316 SS

36 cubic 

inches

POLY

316 SS

PVDF

1 

Pulsation Dampeners 

Pulsafeederôs Pulsation Dampeners improve pump system efficiency by remov-
ing pulsating flows from positive displacement pumps, insuring a smooth and 
continuous fluid flow and metering accuracy, eliminating pipe vibration and pro-
tecting gaskets and seals. The result is a longer lasting safer system. 
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Water Meters - Contacting Head Water Meters 

Multi-Jet Meters:  

3/4 in. to 2 in., are designed for use in conjunction with a pulse timer to 

proportionally control pumps, valves etc. Typical applications include 

water treatment in cooling tower and boiler systems, water chlorination, 

car washes and other industrial processes which require proportional 

control. The Multi-Jet chamber of the water meter assures accuracy over 

a wide range of flows with low head loss. To prevent wear and maintain 

accuracy the load is equally distributed on the impeller. 

Turbine Meters:  

3 inch to 6 inch operate continuously with exceptional accuracy. Each 

meter incorporates a highly efficient horizontal turbine that essentially 

floats on the water. The turbine is attached to a Tungsten steel shaft 

riding in Jewel bearings. The rotation of the turbine is transmitted through 

a magnetic drive to a sealed odometer register. 

Lead Free 
Contacting Water Meter 

Contacting 
Water Meter 

Code Reference MTR _ _ _ -G

1 = .25 - 20 GPM

 3 = .75 - 50 GPM

 4 = 1.5 - 100 GPM

5 = 2 - 160 GPM

Gallons Per Contact (GPC)

3/4" x 5/8" 1" 1.5" 2"

00 = Less Reed X X X

 01 =  0.1 GPC X X

02 = 0.25 GPC X X X

 03 =  0.5 GPC X

 04 =  1 GPC X X X X
 07 =  10 GPC X X X X

Lead Free

Code Reference MTR _ _ _ -A

 2 = .5 - 30 GPM

 3 = .75 - 50 GPM

 4 = 1.5 - 100 GPM

 5 = 2 - 160 GPM

Gallons Per Contact (GPC)

3/4" 1" 1.5" 2"

00 = Less Reed X X X

 01 =  0.1 GPC X

 03 =  0.5 GPC X

 04 =  1 GPC X X X

06 =  5 GPC X

07 =  10 GPC X

Standard Brass

Code Reference MTR _ _ _

6 = 440 GPM

7 = 660 GPM

8 = 1650 GPM

3" 4" 6"

 10 =  100 GPC X X X

 13 =  1,000 GPC X X X

Lead Free Brass Contacting Water Meters - Cold Water

Rating

Select Water 

Meter Size

.625" x .75"

1" NPT

1.5" NPT

2" NPT

Code Rating

3/4" - 2" Meters have male Epoxy Coated NPT Brass Bodies with unions, rated for 150 PSI max, 105O F max.

Brass Contacting Water Meters - Cold Water

Rating

Select Water 

Meter Size

.75" NPT

1" NPT

1.5" NPT

2" NPT

Code Rating

3/4" - 2" Meters have male Epoxy Coated NPT Brass Bodies with unions, rated for 150 PSI max, 105O F max.

Turbine Contacting Water Meters - Cold Water

Rating

Select Water 

Meter Size

3" Flanged

4" Flanged

6" Flanged

3", 4" & 6" Meters have Epoxy Coated Ductile Iron Flanged Bodies, rated for 200 PSI max, 105O F max.

Code Ratings
Gallons Per Contact (GPC)
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Mixers

Bracket Mount Totally Enclosed Air Open 42747 115V ONLY 1/20 28"

42844 115V / Prewired 1/3  36"

J42872 230V/60Hz / Prewired 1/3  36"

J64080 230V/50Hz / Vinyl Coated 1/2  36"

42779 115V/230V/60Hz / Vinyl Coated 1/2  44"

42733 115V 1  48"

Flange Mount Totally* Enclosed Air Open J64013 115V / Prewired 1/20 24"

J64027 115V / Vinyl Coated & Prewired 1/20 24"

42748 115V 1/20 28"

42753 115V / Prewired 1/20 28"

42827 230V/50Hz / Prewired 1/20 28"

42821 115V / Vinyl Coated & Prewired 1/20 28"

J64017 230V/50Hz / Vinyl Coated & Prewired 1/20 28"

J42887 230V/60Hz / Vinyl Coated & Prewired 1/20 28"

Thread Mount Open 42729 115V / Prewired 1/3  36"

Totally Enclosed 42739 115V 1/20  28"

Air Open

HP
S haft 

Length

All M ixers are equipped with 316S S  impeller

W HE N M IX ING S ODIUM  HY P OCHLORIT E , ORDE R V INY L S HAFT  COAT ING.

No M ixer on 15 gallon T ank. M ixer shaf ts will be cut to length on request.

For explosion proof  motor consult factory.

*  Use only T ank M odel 40365 or J40366 with 1/20 hp M ixers.

M ount M otor T ype M odel Number Description

Mixers 

Mounts  
Bracket Mount: two rugged steel brackets with four stainless steel 
bolts for mounting on a flat surface. 

Thread Mount: provides a 2ò threaded nipple for direct mounting on 
the bung of a supply drum or other threaded connector. 

Flange Mount: a steel flange with four stainless steel bolts for 
mounting the mixer directly over the shaft hole. 

Horsepower and Motor Types 

Open:  1/3 and 1/2 horsepower motors are 1725 rpm, 115 volt, 
60 cycle, split phase, sleeve bearing. 1 horsepower motors are 
1725 rpm, 115/230 volt, 60 cycle, capacitor start, sleeve 
bearing. 

Totally Enclosed: 1/20 horsepower motors are 1500 rpm, 115 
volt, 60 cycle, ball bearing, shaded pole, totally enclosed air 
open. 

Prewired: 6ô, 3 wire 18 gauge SJ cord and plug installed at 

factory 

Vinyl Coated: Special vinyl corrosion resistant coating for 

stainless steel impeller and shaft required for sodium 
hypochlorite. 

Optional Features 

Suction Tube Shield Assembly: 1ò PVC tube. Prevents pump 
suction tubing from entangling with mixer blade. 

Part Number 

28655 = 29ò - 55 gal. (See page 19 for table) 

28656 = 20ò - 35 gal. (See page 19 for table) 

1 

Bracket 

Mount 

Flange 

Mount 

Thread 

Mount 

316 Stainless Steel

1/20 horsepower 5/16" x 28"

1/4 horsepower 1/2" x 34"

1/3 horsepower 1/2" x 36"

1/2 horsepower 1/2" x 44"

1 horsepower 5/8" x 48"

Standard Shaft O.D. and Length

Shaft Motor/Coupling Mounts

Impellers

Shaft Materials

M aterial S pecif ications Description

Brass with Stainless Steel set screws.

All mounts are steel with corrosion resistant paint. All bolts are 18/8 Stainless Steel.

Impeller sizes vary with each horsepower motor to provide maximum mixing action with each model.

316 Stainless Steel recommended for non abrasive solutions that accept 316 Stainless Steel.
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Solution Tanks 

Tank Systems are a rugged line of tanks designed to fit most solution 
handling needs.  All tanks are constructed of polyethylene (PE) and come in 
a variety of sizes.   

Light Duty Linear Tanks  

Our  Light Duty Linear Tanks come in sizes from 15 to 75 gallons. The 15 
gallon tanks are translucent with 5 gallon increments and feature child 
resistant black caps. 30 gallon tanks are HDPE Cream and 40 gallon tanks 
are HDPE White. The 75 gallon tanks are HDPE Black and feature a integral 
molded top with a 4 inch diameter opening. 

Heavy Duty Tapered Tanks 

Tapered HDPE tanks feature rigid covers which allow the top mounting of 
Chem-Tech 100, 200 and most PULSAtron pump models.  1/20 HP Flange 
Mount Mixers may also be mounted on the cover. Tanks available in 35 and 
50 gallon capacities are translucent with 5 gallon graduations. (Not suitable 
for use with 1/3 HP Flange Mount Mixers.) 

Industrial Duty Tank Systems 

Tanks and covers are constructed of translucent PE with tank stands 
constructed of heavy gauge steel with a black corrosion resistant 
finish. The space conserving base for pump mounting under tank 
prevents loss of prime by maintaining a flooded suction. Industrial 
Duty Tank Systems come completely piped with PVC bulkhead, ball 
valve, Y strainer and suction tubing. Tank features graduated 
increments in both U.S. gallons and liters.  

Double Wall Containment Tanks 

Dual Containment Tank Systems are designed for chemical feed and water treatment applications. All prices include standard 
access openings and threaded connections making these tanks ready to place in service as equipped. All of our tanks meet or 
exceed the EPAôs requirements for secondary containment under 40-CFR 264.175. Standard Openingsï 8ò (16ò on 300 gal.-up) 
Twist Lid, 2ò & 1ò female NPT top connections (plugged). 

Item Type

Size 

Gallons Height DiameterMaterial

Lid / Cover

Type

Pump 

Mounting 

Options Part Number

15 25.25" 19.5" 4" Fill Cap None 42403

20 23" 23.25" 42404

40 40.5" 23.25" 42405

62 38.25" 25" 42406

120 47" 32" 42407

220 47" 48" 42408

300 60" 48" 42409
500 61" 60" 42410

Double Wall Containment Tank

Dual Wall w/ Fill 

Top & Pump 

Mount Pad

Blue PE
8" Fill Cap

Top Mount

16" Fill Cap
1 

1 


